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NOVA UP X
SUBMERSIBLE PUMPS

TECHNICAL DATA 
Operating range: 
from 1 to 15 m3/h with head up to 10 metres.
Liquid temperature range: 
from 0 °C to +35 °C for domestic use.
Pumped liquid: dirty water without fibres.
Minimum draught depth: 
NOVA UP X 300 M-NA		  70 mm
NOVA UP X 600 M-NA		  80 mm
Max. immersion depth: 7 metres.
Installation: vertical, fixed or portable.
Protection class: IP 68.
Insulation class: F.

APPLICATIONS
The submersible pump with port for connection to the suction kit with float is suitable for use in rain water recovery system tanks, as well as other tank 
applications.

CONSTRUCTION FEATURES OF THE PUMP
Hydro resistant technopolymer pump body, cover, and suction grid.
Stainless steel motor, roto shaft, and bolts and screws.
Threefold seal with interposed rings with oil pre-chamber.

CONSTRUCTION FEATURES OF THE MOTOR
Submersible type continuous duty asynchronous motor.
Stator enclosed in airtight stainless steel casing, with an outer cover that protects the wiring and the capacitor. Rotor running on permanently lubricated 
ball bearings, oversized to ensure low noise and durability. Built-in thermal-amperometric protection and permanently connected capacitor.

MATERIALS
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N. PARTS* MATERIALS

1 BASE TECHNOPOLYMER

2 OR RING NBR

3 IMPELLER TECHNOPOLYMER

4 NUT A2 DIN982-UNI7473 STAINLESS STEEL

5 WASHER A2 STAINLESS STEEL

6 V. RING NBR

7 MOTOR
CASE AISI 304 STAINLESS STEEL

X5 CrNi 1810 - UNI 6900/71

ROTOR SHAFT AISI 416 STAINLESS STEEL
UNI EN 10088-1 X12CRS13

8 DIAPHRAGM TECHNOPOLYMER

9 BODY TECHNOPOLYMER

10 OR RING NBR

* In contact with the liquid
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NOVA UP MAE
SUBMERSIBLE PUMPS

TECHNICAL DATA 
Operating range: 
from 1 to 15 m3/h with head up to 10 metres.
Liquid temperature range: 
from 0 °C to +35 °C for domestic use.
Pumped liquid: dirty water without fibres.
Minimum draught depth: 
NOVA UP 300 M-AE		  60 mm
NOVA UP 600 M-AE		  70 mm
Max. immersion depth: 7 metres.
Installation: vertical, fixed or portable.
Protection class: IP 68.
Insulation class: F.

APPLICATIONS
The vertical delivery draining submersible pump is suitable for domestic automatically operated fixed applications, for draining basements and garages 
that are subject to flooding. This version is particularly suited for narrow well installation requiring automatic suction up to 2/3 mm. Thanks to its 
compact, easy to handle shape, it may also be used as a portable pump for emergencies such as lifting water from tanks or rivers, emptying swimming 
pools, fountains, excavations, and pedestrian subways. It is also ideal for gardening, and hobby applications in general. This pump can be used with 
liquids containing solid particles of up to 10 mm in size. The electronic level selector allows fixed installation, ensuring automatic operation, and enabling 
the selection of the level of the liquid for automatic start. With removable filter, it is capable of suction of up to a minimum of 2/3 mm (filter removed).

CONSTRUCTION FEATURES OF THE PUMP
Hydro resistant technopolymer pump body, cover, and suction grid.
Stainless steel motor, roto shaft, and bolts and screws.
Threefold seal with interposed rings with oil pre-chamber.

CONSTRUCTION FEATURES OF THE MOTOR
Submersible type continuous duty asynchronous motor.
Stator enclosed in airtight stainless steel casing, with an outer cover that protects the wiring and the capacitor. Rotor running on permanently lubricated 
ball bearings, oversized to ensure low noise and durability. Built-in thermal-amperometric protection and permanently connected capacitor.

MATERIALS
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N. PARTS* MATERIALS

1 SUCTION STRAINER TECHNOPOLYMER

2 BASE TECHNOPOLYMER

3 IMPELLER TECHNOPOLYMER

4 NUT A2 DIN982-UNI7473 STAINLESS STEEL

5 WASHER A2 STAINLESS STEEL

6 V. RING NBR

7 MOTOR
CASE AISI 304 STAINLESS STEEL

X5 CrNi 1810 - UNI 6900/71

ROTOR SHAFT AISI 416 STAINLESS STEEL
UNI EN 10088-1 X12CRS13

8 DIAPHRAGM TECHNOPOLYMER

9 BODY TECHNOPOLYMER

10 - 11 OR RING NBR

* In contact with the liquid
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NOVABOX
AUTOMATIC COLLECTION AND LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 7,2 m3/h with head up to 6,9 metres.
Liquid temperature range: 	
+ 50 °C.
+ 90 °C for a maximum time of 3 minutes.
Pumped liquid: 
waste water without solid and/or fibrous matter.
Protection class of the motor and the pump: IP 68.
Motor isolation rating: F.

APPLICATIONS
Stations for the collection and lifting of domestic waste water from the bath, sink, shower, and washing machine in basements, or below the sewer 
network in general. They consist of a NOVA 300 pump with 5 metre power input cable and plug fitted on a technopolymer plate, 30 litre technopolymer 
tank, check valve on the delivery. The lifting station is supplied with pump with connection kit and shower float kit.

MATERIALS
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N. PARTS MATERIALS

1 TANK TECHNOPOLYMER

2 NIPPLE TECHNOPOLYMER

3 RUBBER HOLDER TECHNOPOLYMER

4 PIPE RUBBER

5 OR RING EPDM

6 NON-RETURN VALVE TECHNOPOLYMER

7 RUBBER HOLDER TECHNOPOLYMER
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FEKABOX 110
1 PUMP AUTOMATIC LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 24 m3/h with head up to 9 metres.
Liquid temperature range: + 45° C
Pumped liquid: 
waste water and domestic drains.
Liquids compatible with EN12050 2.
Installation: inside the building, secured to the floor. 
It cannot be driven or walked on.

APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, 
for one dwelling, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 110 l
MATERIALS: LLDPE
REGULATIONS: 12050-2
CONNECTIONS 
- Inputs DN 50/110
- Ventilation DN 50
- Horizontal or vertical G2" output

COMPONENTS INCLUDED: 
- Complete pump installation kit (see pump installation image).
- Cable gland for individual pump
- 2” F x 1 x ¼ M connector for FEKA 600

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible configurations.

PUMP INSTALLATION
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Emergency output or delivery piping connection

Collection piping input

Power and float cable output

Ventilation pipe connection

Recyclable material

PUMP INSTALLATION

FEKABOX 200
1 PUMP AUTOMATIC LIFTING STATIONS

APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, 
for one or more dwellings, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 200 lt
MATERIALS: LLDPE
STANDARDS 12050-1
CONNECTIONS 
- DN 50/110 inputs
- DN 50 ventilation
- G2” output

COMPONENTS INCLUDED: 
- 2” PP lifting device 
  and rotation prevention bracket for FEKA VS and VX
- Cable gland for individual pump
- 2” F x 1 x ¼ M connector for FEKA 600
- FEKA VS and VX �oat cable stop kit

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible con�gurations
- Alarm �oat support

TECHNICAL DATA 
Operating range: from 1 to 24 m³/h with head up to 15 metres.
Pumped liquid: ground water, rain water, clear waste water, grey waste 
water, and river or lake water. 
Liquids compatible with EN12050 1/2.
Maximum temperature of liquid: 45 °C
Installation: Secured to the floor if inside a building. Underground if 
outside the building. 
It cannot be driven on, but it can be walked on, maximum weight 100 kg.
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Emergency output or delivery piping connection

Collection piping input

Power and float cable output

Ventilation pipe connection

Recyclable material

LEGEND: 

FEKAFOS 280
1 PUMP AUTOMATIC LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 32 m3/h with head up to 23 metres.
Pumped liquid: ground water, rain water, clear waste water, grey waste 
water, and river or lake water. Liquids compatible with EN12050 1/2.
Maximum temperature of liquid: 45 °C
Installation: Secured to the floor if inside a building. Underground if 
outside the building. 
It cannot be driven on, but it can be walked on, maximum weight 100 kg.

APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, 
for one or more dwellings, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 280 lt
MATERIALS: LLDPE
STANDARDS 12050-1
CONNECTIONS 
- Inputs DN 50/110
- Ventilation DN 50
- G2” output

COMPONENTS INCLUDED: 
- DSD2” lifting device 
  and rotation prevention bracket for FEKA VS and VX
- 4 cable glands for single pump and �oats
- 2” F x 1 x ¼ M connector for FEKA 600
- FEKA VS and VX �oat cable stop kit
- 2 �oats and alarm �oat support

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible con�gurations
- Panel: to be selected according to the possible con�gurations
- Overflow alarm float

PUMP INSTALLATION
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APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, 
for one or more dwellings, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 280 lt
MATERIALS: LLDPE
STANDARDS 12050-1
CONNECTIONS 
- DN 50/110 inputs
- DN 50 ventilation
- G2” output

COMPONENTS INCLUDED: 
- 2 DSD2” lifting devices 
	 and rotation prevention bracket for FEKA VS and VX
- 6 cable glands for double pump and �oats
- 2 FEKA VS and VX �oat cable stop kits
- 3 �oats and alarm �oat support

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible con�gurations
- Panel: to be selected according to the possible con�gurations
- Overflow alarm float

FEKAFOS 280 DOUBLE
2 PUMP AUTOMATIC LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 32 m3/h with head up to 23 metres.
Pumped liquid: ground water, rain water, clear waste water, grey waste 
water, and river or lake water. 
Liquids compatible with EN12050 1/2.
Maximum temperature of liquid: 45°C
Installation: Secured to the floor if inside a building. Underground if 
outside the building. 
It cannot be driven on, but it can be walked on, maximum weight 100 kg. 

PUMP INSTALLATION
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Emergency output or delivery piping connection

Collection piping input

Power and float cable output

Ventilation pipe connection

Recyclable material

LEGEND: 

FEKAFOS 550 DOUBLE
2 PUMP AUTOMATIC LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 32 m3/h with head up to 23 metres.
Liquid temperature range: + 45° C
Pumped liquid: ground water, rain water, clear waste water, grey waste 
water, and river or lake water. 
Liquids compatible with EN12050 1/2.
Installation: Secured to the floor if inside a building. Underground if outside 
the building. 
It cannot be driven on, but it can be walked on, maximum weight 100 kg.

APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, 
for one or more dwellings, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 550 lt
MATERIALS: LLDPE
REGULATIONS: 12050-1
CONNECTIONS 
- Inputs DN 50/110
- Ventilation DN 50
- G2” output

COMPONENTS INCLUDED:
- 2 DSD2" lifting devices and rotation prevention bracket for FEKA VS and VX
- 6 cable glands for double pump and floats
- 2 FEKA VS and VX float cable stop kits
- 3 floats and alarm float support

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible configurations.
- Panel: to be selected according to the possible configurations
- Overflow alarm float

PUMP INSTALLATION
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FEKAFOS 1200 - 2000 - 3800
2 PUMP AUTOMATIC LIFTING STATIONS

TECHNICAL DATA 
Operating range: 
from 1 to 48 m3/h with head up to 23 metres.
Liquid temperature range: + 55° C.
Pumped liquid: ground water, rain water, clear waste water, grey waste 
water, and river or lake water.
Installation: Installed underground outside the building. 
It cannot be driven on, but it can be walked on, maximum weight 100 kg.
See the installation information in the technical appendix.

APPLICATIONS
Pumping stations suitable for the collection and redirection to the sewer network, of domestic drain water (waste, dirty, rain), of basements and garages, for 
several dwellings, when the sewer network cannot be reached due to gravity issues.

CONSTRUCTION FEATURES
CAPACITY: 1200/2000/3800 l
MATERIALS: POLYETHYLENE
CONNECTIONS 
- DN 160 input.
- Ventilation DN 50
- 2" or 2 1/2" output.

COMPONENTS INCLUDED:
- 2 DN 50 or DN 65 lifting devices. 
	 (DN 80 available on request with a dedicated tank configuration). 
- 3 bulb float.
- DN 160 size T input manifold.
- 2" or 2" 1/2 output manifold.
- Safety grid and cover suitable to be walked on. Maximum weight 100 kg.

COMPONENTS NOT INCLUDED 
- Pump: to be selected according to the possible configurations.
- Alarm float available on request.
- Ball check valves installed on the inside. To enable correct and easy maintenance of the same, there is the possibility of ordering a separate polyethylene well 
with 2 check valves, and 2 gate valves ready for configuration with the Fekafos tank. (see Accessories).
- The height of the input of the tank can be adjusted thanks to a 300 mm elevation to be specified with the order (see Accessories).

PUMP INSTALLATION
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TECHNICAL APPENDIX


