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SJET
SELF-PRIMING CENTRIFUGAL ELECTRO PUMPS

APPLICATIONS
Self priming centrifugal pump with excellent suction capacity even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. Suitable for small farms and gardening, small scale industrial services and where self priming is 
necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Cast-iron motor support and pump body.
Motor support in die cast aluminium. 
Impeller, diffuser, venturi tube and sand guard in technopolymer
Stainless steel wear ring.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA
Operating range: 
from 0.4 to 10.5 m3/h with head up to 62 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
for domestic use: from 0°C to +35°C (EN 60335-2-41) 
for other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed in a horizontal position.
Special executions on request: different frequencies and/or voltage. 
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
		  three phase  230/400 V - 50 Hz
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SJET 151-251-200-300
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with excellent suction capacity even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. 
Suitable for small farms and gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Cast-iron motor support and pump body.
Impeller, diffuser, venturi tube and sand guard in technopolymer
Twin impeller on the JET 151 and 251 versions.
Stainless steel wear ring.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA 
Operating range: 
from 0.4 to 10.5 m3/h with head up to 62 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
for domestic use: from 0°C to +35°C (EN 60335-2-41) 
for other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed in a horizontal position.
Special executions on request: different frequencies and/or voltage. 
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
		  three phase  230/400 V - 50 Hz

JET 200-300

JET 151-251
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S JETINOX
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with excellent suction capacity even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. 
Suitable for small farms and gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body, seal holder cover and wear ring in stainless steel.
Motor support in die cast aluminium. 
Impeller, diffuser, venturi tube in technopolymer.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA
Operating range: 
from 0.4 to 10.5 m3/h with head up to 62 metres. 
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: 
for domestic use: from 0°C to +35°C (EN 60335-2-41) 
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres.
Maximum ambient temperature: +50°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220-240 V / 50 Hz
		  three phase  230-400 V / 50 Hz
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S JETCOM
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with excellent suction capacity even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. Suitable for small farms and gardening, small scale industrial services and where self priming is 
necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in technocpolymer and motor support in die cast aluminium.
Impeller, diffuser, venturi tube and sand guard in technopolymer
Stainless steel wear ring.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA
Operating range: 
from 0.6 to 5.4 m3/h with head up to 54 metres. 
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 0°C to +35°C for domestic use  
(EN 60335-2-41).
Maximum ambient temperature: +40°C
Maximum operating pressure: 6 bar (600 kPa)
Maximum suction depth: 8 metres.
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
		  three phase  230/400 V - 50 Hz
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S DP
PUMPS FOR DEEP SUCTION

APPLICATIONS
Self priming centrifugal pump for suction up to 27 metres, reached by using the ejector to be inserted in wells from 4” in diameter or larger. Used for 
water supply in large country homes and small farms.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump:	 Cast-iron pump body and motor support. Impeller and diffuser in technopolymer.
	 Stainless steel wear ring. Carbon/ceramic mechanical seal.
Ejector: 	 Body in cast iron Venturi tube in technopolymer A and nozzle in brass
	 The ejector is available in three models (E 20 - E 25 - E 30) depending on the performance required.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Rotor mounted on oversized greased-for-life ball bearings. Incorporated thermo-amperometric protection and permanently inserted capacitor in the 
single phase version. It is recommended to use remote overload protection for three phase motors, in compliance with current legislation. Manufactured 
pursuant to CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA
Operating range: up to 4.3 m3/h.
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
from 0°C to +35°C for domestic use (EN 60335-2-41).
for other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure:
DP 82 - DP 102 	 6 bar (600 kPa).
DP 151 - DP 251 	8 bar (800 kPa).
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	 single phase	  220-240 V / 50 Hz
		  three phase	 230-400 V / 50 Hz

MATERIALS

N° PARTS* MATERIALS

1 PUMP BODY 200 UNI ISO 185 CAST IRON

2 EJECTOR BODY 200 UNI ISO 185 CAST IRON

3 FRAME 200 UNI ISO 185 CAST IRON

4 IMPELLER TECHNOPOLYMER 

6 DIFFUSER TECHNOPOLYMER

7 SHAFT WITH ROTOR

AISI 416 STAINLESS STEEL X12 CRS13 
UNI 6900/71 (DP 82 - DP 102)
AISI 303 STAINLESS STEEL X10CRNIS 1809
UNI 6900/71 (DP 151 - DP 251)

8 VENTURI PIPE TECHNOPOLYMER 

9 NOZZLE BRASS

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

* In contact with liquid

DP 82-102

DP 151-251

8

1

16 7

6 4 28 3

2
9
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SGARDENJET
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self-priming electric centrifugal pump for gardening, horticulture, washing and leisure activities. 
Equipped with a handle to aid in transport, a H07RN-F 2 metre power cord with plug and on-off switch. 
Compact, easy to install, self-priming for pumping out pools, wells, and waterways even in the presence of air bubbles. Suitable for pumping water with 
low levels of sandy impurities. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in cast iron and motor support in die cast aluminium.
Impeller, diffuser, venturi tube in technopolymer.
Stainless steel wear ring and seal holder.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor.
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA
Operating range: 
from 0.4 to 5.4 m3/h with head up to 54 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
from 0°C to +35°C for domestic use (EN 60335-2-41).
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres.
Maximum ambient temperature: +40°C
Maximum operating pressure: 
8 bar (800 kPa) 
6 bar (600 kPa) only for models in technocpolymer (JETCOM)
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
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SGARDEN INOX
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self-priming electric centrifugal pump for gardening, horticulture, washing and leisure activities. 
Equipped with a handle to aid in transport, a H07RN-F 2 metre power cord with plug and on-off switch. 
Compact, easy to install, self-priming for pumping out pools, wells, and waterways even in the presence of air bubbles. Suitable for pumping water with 
low levels of sandy impurities. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in stainless steel and motor support in die cast aluminium.
Impeller, diffuser, venturi tube in technopolymer.
Stainless steel wear ring and seal holder.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor.
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA
Operating range: 
from 0.4 to 5.4 m3/h with head up to 54 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
from 0°C to +35°C for domestic use (EN 60335-2-41).
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres.
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa) 
6 bar (600 kPa) only for models in technocpolymer (JETCOM)
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	single phase 220/240 V / 50 Hz









DAB PUMPS reserve the right to make modi�cations without prior notice

37

S
E

LF
-P

R
IM

IN
G

 A
N

D
 M

U
LT

IS
TA

G
E

 C
E

N
T

R
IF

U
G

A
L 

P
U

M
P

SGARDEN COM
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self-priming electric centrifugal pump for gardening, horticulture, washing and leisure activities. Equipped with a handle to aid in transport, a H07RN-F 
2 metre power cord with plug and on-off switch. Compact, easy to install, self-priming for pumping out pools, wells, and waterways even in the 
presence of air bubbles. Suitable for pumping water with low levels of sandy impurities. 

 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in technocpolymer and motor support in die cast aluminium.
Impeller, diffuser, venturi tube in technopolymer.
Stainless steel wear ring and seal holder.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor.
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA
Operating range: 
from 0.4 to 5.4 m3/h with head up to 54 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
from 0°C to +35°C for domestic use (EN 60335-2-41).
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres.
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa) 
6 bar (600 kPa) only for models in technocpolymer (JETCOM)
Installation: fixed in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	single phase 220/240 V / 50 Hz
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SEURO
MULTI-STAGE CENTRIFUGAL ELECTRIC PUMP

APPLICATIONS
Multi-stage centrifugal pump with horizontal shaft, featuring extremely quiet operation suitable for domestic water supply and pressurisation, irrigation 
of gardens and general water movement.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in 200 UNI ISO 185 cast iron. Motor support in die cast aluminium, with seal holder cover in AISI 304 stainless steel. Carbon/ceramic 
mechanical seal. Rotor shaft in AISI 304 stainless steel. Impeller and diffuser bodies and diffuser in technopolymer. Stainless steel wear ring.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous, continuous service motor.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
Overload protection to be provided by the user for the three-phase version.

TECHNICAL DATA 
Operating range: 
from 10 to 120 litres/min. with head up to 72 m.
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral, close to the 
properties of water. 
Liquid temperature range: 
for domestic use: from 0°C to +35°C (EN 60335-2-41) 
for other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed or portable in a horizontal position.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220-240 V / 50 Hz - 2 poles
		  three phase	 230/400 V - 50 Hz - 2 poli

MATERIALS

N° PARTS * MATERIALS

1 PUMP BODY 200 UNI ISO 185 CAST IRON

4 IMPELLER TECHNOPOLYMER 

6 DIFFUSER TECHNOPOLYMER

7 SHAFT WITH ROTOR AISI 304 STAINLESS STEEL X5CrNi 1810 UNI 
6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR

36 SEAL HOLDER COVER AISI 304 STAINLESS STEEL X5CrNi 1810 UNI 
6900/71

98 DIFFUSER BODY TECHNOPOLYMER 

304 REAR DISC TECHNOPOLYMER

* In contact with liquid

1 4 16304

28 366798
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S EUROINOX
MULTISTAGE CENTRIFUGAL PUMPS

APPLICATIONS
Multi-stage centrifugal pump with horizontal shaft, with excellent suction capacity even in the presence of air bubbles, featuring extremely quiet 
operation suitable for domestic water supply and pressurisation, irrigation of gardens and general water movement.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in stainless steel. Motor support in die cast aluminium, with seal holder cover in AISI 304 stainless steel. Carbon/ceramic mechanical seal. 
Rotor shaft in AISI 304 stainless steel. 
Impeller and diffuser bodies and diffuser in technopolymer. 
Stainless steel wear ring.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous, continuous service motor.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
Overload protection to be provided by the user for the three-phase version.

TECHNICAL DATA
Operating range: 
from 10 to 120 litres/min. with head up to 72 m.
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: from 0°C to +35°C for domestic use  
(EN 60335-2-41).
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed or portable in a horizontal position.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	single phase 220/240 V / 50 Hz
		  three phase	 230/400 V - 50 Hz

MATERIALS

N° PARTS* MATERIALS

1 PUMP BODY AISI 304 STAINLESS STEEL X5CRNI 1810 UNI 
6900/71

4 IMPELLER TECHNOPOLYMER

6 DIFFUSER TECHNOPOLYMER

7 SHAFT WITH ROTOR AISI 304 STAINLESS STEEL X5CrNi 1810 UNI 
6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR

36 SEAL HOLDER COVER AISI 304 STAINLESS STEEL X5CRNI 1810 UNI 
6900/71

98 DIFFUSER BODY TECHNOPOLYMER

304 REAR DISC TECHNOPOLYMER

305 FRONT DISC TECHNOPOLYMER

* In contact with liquid

1 4 16304

28 366798 305
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SEUROCOM
MULTISTAGE CENTRIFUGAL PUMPS

APPLICATIONS
Multi-stage centrifugal pump with horizontal shaft, featuring extremely quiet operation suitable for domestic water supply and pressurisation, irrigation 
of gardens and general water movement.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in technocpolymer. Motor support in die cast aluminium, with seal holder cover in AISI 304 stainless steel. Carbon/ceramic mechanical 
seal. Rotor shaft in AISI 304 stainless steel. Impeller and diffuser bodies and diffuser in technopolymer. Stainless steel wear ring.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous, continuous service motor.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
Overload protection to be provided by the user for the three-phase version.

TECHNICAL DATA 
Operating range: 
from 10 to 120 litres/min. with head up to 72 m.
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
for domestic use: from 0°C to +35°C (EN 60335-2-41) 
for other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 6 bar (600 kPa)
Installation: fixed or portable in a horizontal position.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	single phase 220/240 V - 50 Hz
		  three phase	 230/400 V - 50 Hz

MATERIALS

N° PARTS* MATERIALS

1 PUMP BODY TECHNOPOLYMER

4 IMPELLER TECHNOPOLYMER

6 DIFFUSER TECHNOPOLYMER

7 SHAFT WITH ROTOR AISI 304 STAINLESS STEEL X5CrNi 1810 UNI 6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR

36 SEAL HOLDER COVER AISI 304 STAINLESS STEEL X5CRNI 1810 UNI 
6900/71

98 DIFFUSER BODY TECHNOPOLYMER

304 REAR DISC TECHNOPOLYMER

* In contact with liquid

1 4 16304

28 3667 98
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S MULTI INOX
SELF-PRIMING, MULTISTAGE HORIZONTAL ELECTRIC PUMPS

APPLICATIONS
Multi-stage, self priming centrifugal pump with horizontal shaft, with excellent suction capacity even in the presence of air bubbles, featuring extremely 
quiet operation suitable for domestic water supply and pressurisation, irrigation of gardens and general water movement.

FEATURES 
Pump sleeve in stainless steel. Pressure and suction body and motor support in technopolymer. Impeller in AISI 304 stainless steel, diffuser bodies and 
diffuser in technopolymer. Carbon/ceramic mechanical seal. Rotor shaft in AISI 304 stainless steel. Single phase, asynchronous, continuous service 
motor. Incorporated thermo-amperometric protection and permanently inserted capacitor.

TECHNICAL DATA 
Operating range: 
capacity up to 90 l/min; head up to 59 m.
Liquid temperature range: 
for domestic use: from +35°C to +35°C 
for other use: from 0°C to +40°C 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral.
Maximum suction depth: 8 metres
Maximum ambient temperature: +40°C
Protection rating: IPX4
Insulation class: F
Installation: fixed or portable in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.

MATERIALS

N° PARTS* MATERIALS

1 SUCTION FLANGE TECHNOPOLYMER

2 INSERT NICKLED BRASS

3 NUT A2 – UNI7474 STAINLESS STEEL

4 WASHER A2 STAINLESS STEEL

5 OR GASKET NBR

6 COUNTERFLANGE TECHNOPOLYMER

7 OR GASKET NBR

8 DIFFUSER TECHNOPOLYMER

9 IMPELLER TECHNOPOLYMER

10 ROTOR SHAFT AISI 416 STAINLESS STEEL
UNI EN 10088-1 X12CrS13

11 WASHER A2 STAINLESS STEEL

12 SEEGER RING AISI 316 STAINLESS STEEL

13 MECHANICAL SEAL SILICON - VITON

14 COUNTERFACE STEA/NBR

15 BODY TECHNOPOLYMER

16 INSERT NICKLED BRASS

1

N°
1
2
3
4
5
6

8

PARTICOLARI MATERIALI
FLANGIA ASPIRAZIONE TECNOPOLIMERO

INSERTO OTTONE NICHELATO

DADO ACCIAIO INOX A2 UNI7474

GUARNIZIONE OR NBR 

CONTROFLANGIA TECNOPOLIMERO

DIFFUSORE TECNOPOLIMERO

10

7 GUARNIZIONE OR NBR

2

N°
9
10
11
12
13
14

16

PARTICOLARI MATERIALI
GIRANTE TECNOPOLIMERO

ALBERO ROTORE
ACCIAIO INOX AISI 416 
UNI EN 10088-1 X12CrS13

ROSETTA ACCIAIO INOX A2 

ANELLO SEEGER ACCIAIO INOX AISI 316

TENUTA MECCANICA SILICIO – VITON

CONTROFACCIA STEA/NBR

INSERTO OTTONE NICHELATO

15 CORPO TECNOPOLIMERO

3

4

ROSETTA ACCIAIO INOX A2 

6 57891112

1314

1516

* In contact with liquid
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SJET - JET INOX - EUROINOX M-P
PREPARED CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with excellent suction capacity even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. Especially used in domestic water supply installations. Suitable for small farms and 
gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body in cast iron for jet pumps and in stainless steel for the jetinox and euroinox pumps
Motor support in die cast aluminium. 
Impeller, diffuser, venturi tube and sand guard in technopolymer
Stainless steel wear ring.
Carbon/ceramic mechanical seal.
SINGLE PHASE VERSION: electric pump set up with pressure gauge, pressure switch, power cord with plug and three-way brass fitting for use when 
connecting to a tank
THREE-PHASE VERSION: electric pumpa set up with pressure gauge, pressure switch, remote overload protection and three-way brass fitting for use 
when connecting to a tank

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life. 
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. It is recommended to use overload 
protection for three phase motor protection, in compliance with current legislation. Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA
Operating range: 
from 0.4 to 10.5 m3/h with head up to 62 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: from 0°C to +35°C for domestic use  
(EN 60335-2-41). For other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed in a horizontal position.
Special executions on request: different frequencies and/or voltage. 
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
		  three phase  230/400 V - 50 Hz

MATERIALS

N° PARTS * MATERIALS

1 PUMP BODY
200 UNI ISO 185 CAST IRON (FOR JET)

AISI 304 STAINLESS STEEL 
(FOR JETINOX AND EUROINOX)

3 FRAME DIE CAST ALUMINIUM

4 IMPELLER TECHNOPOLYMER A

7 SHAFT WITH ROTOR AISI 416 STAINLESS STEEL X12 CrS13 - 
UNI 6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

160 VENTURI DIFFUSER NOZZEL GROUP TECHNOPOLYMER A

* In contact with liquid

1 4 28 7

316160

JET M-P

JET 151-251 T-P

1 4 16

28 37
EUROINOX

JET - JETINOX
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S AQUAJET
AUTOMATIC SELF-PRIMING PRESSURISATION GROUPS

APPLICATIONS
Automatic booster sets, especially suitable for domestic use, small civil, farming or industrial installations, washing plants and leisure activities.
These feature JET self-priming electric pumps, which work even in the presence of air bubbles and small sandy impurities in the water. 
The assembly comprises a 20 litre capacity mebrane tank, pressure switch for automatic operation, pressure gauge, JET electric pump with power 
cord with plug, fittings kit between the pump and the tank, all fully assembled and ready for installation.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body and motor support in die cast aluminium.
Impeller, diffuser, venturi tube and sand guard in technopolymer
Stainless steel wear ring.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor.
Manufactured pursuant to CEI 2-3 / CEI 61-69 (EN 60335-2-41).

CONSTRUCTIONAL FEATURES OF THE TANK
Horizontal, 20 litre capacity tank, with butyl membrane, including rear support brackets and front housing brackets for installation of the top side of the 
pump.

TECHNICAL DATA
Operating range: 
up to 5.4 m3/h with head up to 61 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: from 0°C to +35°C for domestic use  
(EN 60335-2-41). For other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220-240 V / 50 Hz
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S AQUAJETINOX
AUTOMATIC SELF-PRIMING PRESSURISATION GROUPS

APPLICATIONS
Automatic booster sets, especially suitable for domestic use, small civil, farming or industrial installations, washing plants and leisure activities.
These feature JETINOX self-priming electric pumps, which work even in the presence of air bubbles and small sandy impurities in the water. 
The assembly comprises a 20 litre capacity mebrane tank, pressure switch for automatic operation, pressure gauge, JETINOX electric pump with 
power cord with plug, fittings kit between the pump and the tank, all fully assembled and ready for installation.

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body, seal holder cover and wear ring in stainless steel.
Motor support in die cast aluminium. 
Impeller, diffuser, venturi tube in technopolymer.
Carbon/ceramic mechanical seal.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted capacitor in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA
Operating range: 
from 0.6 to 5.4 m3/h with head up to 61 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: 
from 0°C to +35°C for domestic use (EN 60335-2-41). 
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres.
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed or portable in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage:	 single phase 220/240 V / 50 Hz
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S ACTIVE SYSTEM
AUTOMATIC ON/OFF PRESSURISATION SYSTEM

APPLICATIONS
ACTIVE is an automatic pumping system comprising a pump, a motor and an integrated control unit. It is especially suitable for domestic use, small 
civil, farming or industrial installations, washing plants and leisure activities.
The pump may be used to pump rainwater or potable or not-potable water.
The pumps that may be added to this system are:
- JET, JETINOX and JETCOM self-priming pumps or the EUROINOX multi-stage pumps suitable for operation in the presence of air or gas bubbles. 		
These are indispensable when drawing water from artesian wells and when there are problems with priming and suction.
- EURO, EUROCOM multi-stage pumps suitable for very quiet operation in positive suction head installation..

CONSTRUCTIONAL FEATURES OF THE PUMP
The ACTIVE system is easy to install and ready to use, integrated with the electric pump, which:
• 	 controls it 
• 	 runs it automatically
• 	 regulates its operation
• 	 limits its start ups 
• 	 ensures pressure stability inside the hydraulic circuit
• 	 enables electronic control of the start up pressure.

OPERATION
The ACTIVE system is an electronic device with a pressure switch and a flow switch, which enable the electric pump to always operate under the best 
conditions. Under minimal water pumping conditions, upon start up, the electric pump begins after the system pressure has dropped to its calibration 
pressure, which is adjustableby the user (from 1.5 to 4.5 bar under the pressure-flow switch or from 1.5 to 8 bar under the pressure switch). If there is 
a leak in the system, slight dripping or runs or if there is just a small draw, the ACTIVE system limits the number of electric pump start ups. 
The system eliminates water hammers, because when the draw of water is stopped, the delayed stop of the electric pump comes with zero flow rate. If 
there is no water to be drawn, the ACTIVE system is triggered to avoid the dry running working pump. The system has LED signals and alarms. It has 
an automatic restart once the error conditions have been reset. 
The ACTIVE system requires no maintenance or adjustment.

MATERIALS
N° PARTS * MATERIALS

1 DIAPHRAGM BODY PA 66 30% FV

2 DIAPHRAGM EPDM FOOD GRADE RUBBER

3 COUPLING + OR POM-GF25 + NBR

4 SPRING AISI 302 STAINLESS STEEL

5 VNR POM COPOLYMER

6 OR GASKET GOMMA EPDM

* In contact with liquid

ACTIVE J

ACTIVE EI

1

2

3

4

5

6

TECHNICAL DATA
Operating range: 
from 0.4 to 10.5 m3/h with head up to 62 metres. 
Liquid quality requirements: clean, free from solid or abrasive 
contaminants, non-viscous, non-aggressive, uncrystallised and chemically 
neutral, close to the properties of water. 
Liquid temperature range: from 0°C to +35°C for domestic use  
(EN 60335-2-41). For other use: from 0°C to +40°C 
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa)
Installation: fixed in a horizontal position.
Special executions on request: different frequencies and/or voltage. 
Motor protection rating: IP 44
Terminal block protection rating: IP 55
Insulation class: F
Standard input voltage: single phase 220/240 V / 50 Hz
		  three phase  230/400 V - 50 Hz















DAB PUMPS reserve the right to make modi�cations without prior notice

79

S
E

LF
-P

R
IM

IN
G

 A
N

D
 M

U
LT

IS
TA

G
E

 C
E

N
T

R
IF

U
G

A
L 

P
U

M
P

SBOOSTER SILENT
AUTOMATIC ON/OFF PRESSURISATION SYSTEMS

APPLICATIONS
Automatic, self-priming up to 8 metres, pressurisation system with multi-impellers (3-4-5) and integrated electronics, for domestic water supply in 
gardens and small irrigation systems.

FEATURES 
Hull in sound absorbant composite material, with technopolymer hydraulics. Carbon/ceramic mechanical seal. Single phase, asynchronous, continuous 
service motor cooled by the liquid being pumped. Incorporated thermo-amperometric protection and permanently inserted capacitor.
The system is equipped with an integrated electronics board, pressure and flow switches for automatic start and stop as soon as the taps are opened 
or closed. The electronics prevent the pump from dry-running. The system has LED signals and alarms. It has an automatic restart once the error 
conditions have been reset. The system is equipped with non-return valves in aspiration, 2 metre power cord and plug and a 2 litre tank.

TECHNICAL DATA 
Operating range: 
capacity up to 90 l/min; head up to 46 m.
Liquid temperature range: 
for domestic use: from +35°C to +35°C 
for other use: from 0°C to +40°C 
Liquid quality requirements: 
Clean, free from solid or abrasive contaminants, non-viscous,  
non-aggressive, uncrystallised and chemically neutral.
Maximum suction depth: 8 metres
Maximum ambient temperature: +40°C
Protection rating: IPX4
Insulation class: F
Installation: fixed or portable in a horizontal position.
Special executions on request: alternative voltages and/or frequencies.

MATERIALS

N° PARTS MATERIALS

1 PUMP BODY TECHNOPOLYMER

2 NON-RETURN VALVE TECHNOPOLYMER

3 NUT UNI7474 A2 STAINLESS STEEL 
NUT

4 WASHER A2 STAINLESS STEEL

5 OR GASKET NBR

6 DIFFUSER PLUG TECHNOPOLYMER

7 OR GASKET NBR

8 DIFFUSER TECHNOPOLYMER

9 IMPELLER TECHNOPOLYMER

10 ROTOR SHAFT AISI 416 STAINLESS STEEL
UNI EN 10088-1 X12CrS13

11 WASHER A2 STAINLESS STEEL

12 OR GASKET NBR

13 MECHANICAL SEAL SILICON - VITON

14 COUNTERFACE STEA/NBR

15 BODY TECHNOPOLYMER

A B

C

1

N°
1
2
3
4
5
6

8

PARTICOLARI MATERIALI
CORPO POMPA TECNOPOLIMERO
VALVOLA NON RITORNOTECNOPOLIMERO
DADO ACCIAIO INOX A2 UNI7474

GUARNIZIONE OR NBR 
TAPPO DIFFUSORE TECNOPOLIMERO

DIFFUSORE TECNOPOLIMERO
7 GUARNIZIONE OR NBR

N°
9
10
11
12
13
14

PARTICOLARI MATERIALI
GIRANTE TECNOPOLIMERO
ALBERO ROTORE ACCIAIO INOX AISI 416 UNI EN 10088-1 X12CrS13
ROSETTA ACCIAIO INOX A2 
GUARNIZIONE OR NBR
TENUTA MECCANICASILICIO – VITON
CONTROFACCIA STEA/NBR

15 CORPO TECNOPOLIMERO

ROSETTA ACCIAIO INOX A2 

2

3
4

5
6 7

8
9

10
12

11
13 14 15
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S E.SYBOX MINI
ELECTRONIC PRESSURISATION SYSTEM

APPLICATIONS
E.SYBOX mini is the DAB compact automatic pressurisation system for the water supply of a single dwelling. E.SYBOX mini guarantees the comfort of 
constant pressure (Pressure Set Point adjustable from 1 up to 5 bar) inside the system, and energy savings thanks to the inverter technology. Suitable 
for use with drinking water, in domestic systems, and in gardening applications. E.SYBOX mini does not require any additional components for its 
installation.

CONSTRUCTIONAL FEATURES 
It consists of a high frequency self-priming double impeller pump, management inverter electronics, pressure and flow sensors, adjustable high 
resolution LCD display with 1 litre built-in expansion vessel, and cartridge check valve.
The double suction and delivery ports allow both vertical and horizontal installation. Thanks to its compact sizes, installation is also possible in difficult 
places without high air exchange.
The E.SYWALL wall bracket allows wall installation, saving even more room.
E.SYBOX MINI is a self-priming pump with a capability of 8 metres in less than 5 minutes.
The water cooled motor, the anti-vibration feet and the electronics, make this product totally comfortable and compact.
Fitted with all the safety protections, as well as the protections for the safeguard of the pump. Particularly, the dry run, and the antifreeze protections.
All the parameters and the operating status can be displayed and set on the high resolution LCD display.

TECHNICAL DATA 
Operating range:  
capacity up to 80 l/min; head up to 50 m
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 0°C to +35°C for domestic use 
for other use: from 0°C to +40°C 
Maximum suction depth: 8 meters
Maximum ambient temperature: +50°C
Maximum operating pressure: 7,5 bar (750 kPa) 
Motor protection rating: IPX4
Insulation class: F
Installation: Horizontal or vertical fixed position
Special executions on request: alternative types of electrical plug

MATERIALS
N° PARTS MATERIALS

1 MOTOR SLEEVE STAINLESS STEEL AISI 304
2 O-RING NBR
4 MOTOR BODY PP OMO 30% GF
5 MECHANICAL SEAL DISC PA 6.6 30% GF

9 MECHANICAL SEAL CARBON IMPREGNATED RESIN/
SILICON CARBIDE / NBR

12 DIFFUSER NORYL
14 IMPELLER NORYL
21 SUCTION BODY PP OMO 30% GF
22 INSERT 1" BRASS
23 SHUTTER SPRING STAINLESS STEEL AISI 303
25 SELFPRIMING SHUTTER POM
26 1" PLUG PP OMO 30% GF
34 NON TETURN VALVE TECHNOPOLYMER/RUBBER/STEEL
41 1" 1/4 PLUG PA 6.6 30% GF
43 HEAT SINK BRASS
45 DELIVERY BODY PP OMO 30% GF
46 INSERT 1" BRASS
48 VESSEL 1L TECHNOPOLYMER/RUBBER
51 FLOWMETER WHEEL POM
56 PRESSURE SENSOR BODY TECHNOPOLYMER
69 1" PLUG PA 6.6 30% GF

 1 

 2 

 2 

 4 

 5 

 2 

 16  18 

 2 

 2 

 21  22  23  25 

 26 

 2

 22  69 

 69 

 34 

 41 
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S E.SYBOX
ELECTRONIC PRESSURISATION SYSTEM

APPLICATIONS
E.SYBOX is DAB’s integrated electronic water pressurisation system for domestic and residential use. The E.SYBOX inverter system provides the 
comfort of constant water pressure, while saving energy too. Suitable for use for potable water, in domestic plants for gardening and irrigatio. Suitable 
for creating groups of up to 4 pumps. E.SYBOX requires no additional components for installation. 

FEATURES 
E.SYBOX comprises a self-priming, multi-stage pump with electronic inverter management, pressure and flow sensors, adjustable, high resolution LCD 
display and an integrated 2 litre expansion tank. May be installed either vertically or horizontally, in closed spaces without high level of air exchange. 
The accessories (e.sywall, e.sydock, e.sytwin, e.sytank) permit several installation possibilities.
The water-cooled motor, the protective and sound damping ABS hull, the anti-vibration feet and its electronics make this compact poroduct very quiet 
(45dB under normal use). The wireless system enables the creation of other pressurisation groups able to connect with other DAB devices (eg, e.sylink).
The constant pressure can be set from 1 to 6 bar for E.SYBOX and from 1 to 4 bar for E.SYBOX 30/50.

TECHNICAL DATA 
Operating range: 
capacity up to 120 l/min; head up to 65 m.
Liquid quality requirements: clean, free from solid or abrasive contami-
nants, non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 0°C to +35°C for domestic use 
for other use: from 0°C to +40°C 
Maximum suction depth: 8 metres - 7 metres 30/50 version
Maximum ambient temperature: +40°C
Maximum operating pressure: 8 bar (800 kPa) 
Motor protection rating: IPX4
Insulation class: F
Insulation class: Horizontal or vertical fixed position
Special executions on request: alternative voltages and/or frequencies.

MATERIALS
758

14

53

14
24

17

13

15

11 21 20
22 22

2528 1 5 2 28 3 30 1
2722c

57 56 53

52

4746444136

N° PARTS * MATERIALS

1 MOTOR FLANGE TECHNOPOLYMER
2 ROTOR SHAFT AISI 303 STAINLESS STEEL
3 MOTOR JACKET AISI 304 STAINLESS STEEL
5 OR GASKET NBR
7 SINTERED PLATE AISI 304 STAINLESS STEEL
11 1’’ PLUG TECHNOPOLYMER
13 SUCTION BODY TECHNOPOLYMER
14 1” INSERT NICKLED BRASS
15 SHUTTER TECHNOPOLYMER
17 SPRING AISI 303 STAINLESS STEEL
20 DIFFUSER TECHNOPOLYMER
21 DIFFUSER BODY TECHNOPOLYMER
22 IMPELLER TECHNOPOLYMER
22c SHIM RING AISI 316 STAINLESS STEEL
24 NUT AISI 316 STAINLESS STEEL
25 DIFFUSER END PLUG TECHNOPOLYMER

27 MECHANICAL SEAL CARBON IMPREGNATED RESIN/
SILICON CARBIDE / EPDM

28 PUMP BODY TECHNOPOLYMER
30 DISCHARGE BODY TECHNOPOLYMER
36 FLOW SWITCH BODY TECHNOPOLYMER
41 PRESS. STABLE. IMPELLER TECHNOPOLYMER
46 DISCHARGE MANIFOLD TECHNOPOLYMER
47 1”1/4 PLUG TECHNOPOLYMER
52 NON-RETURN VALVE TECHNOPOLYMER/RUBBER/STEEL
57 TANK TECHNOPOLYMER/RUBBER

58/1 PRESSURE SENSOR BODY TECHNOPOLYMER

* In contact with liquid
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S NBB
ACCUMULATION AND PRESSURISATION ASSEMBLY KIT 

APPLICATIONS
The NBB pressurization system comprises a water accumulation tank and a pump (w or w/o inverter).
NBB is the solution for the creation of a pressurization system
for domestic use, where the mains pressure is not sufficient and a system with a water accumulation tank is required.
This is based on a modular concept. The kit comprises an NBB tank, a submerged or surface pump, an inverter - in the event the pump does not have 
integrated electronics - and an installation kit, including an expansion tank, where one is not integrated with the pump.
In all of its many configurations, NBB stands out becuase of its small size, its easy use and in the inverter version, its energy saving convenience.

FEATURES 
NBB comprises:
- 280 litre tank for potable water, compliant with the EN1717 and EN13077 European standards
- fill and overflow valves pre-assembled
- protective screen included in the kit.
Using the kit for the addition of the auxiliary 280 litre tank, the connection tube with gaskets and clamps, the system capacity may be doubled.
In addition to the NBB, the user may choose an assembly kit that meets the needs of the specific type of pump or a pump + inverter being installed.
The pump and inverter are not included in the kit. they must be ordered separately.
The installation kit includes all required accessories for installing the pump and inverter on the NBB tank.
The Pulsar and Euroinox installation kits a 4 litre expansion tank is provided for.

TECHNICAL DATA 
Operating range: 
From 10 to 120 litres/min. with head up to 72 m.
Liquid temperature range: 
for domestic use: from 0°C to +35°C 
Liquid quality requirements:
Suitable for potable water pursuant to 
 EN1717 and EN13077 European standards.
Maximum ambient temperature: +40°C
Max. operational pressure: 8 bar (800 kPa) for surface pump 
configurations.
Max. inlet pressure: 6 bar
Protection rating: 
IP44 for surface pumps.
IP68 for submerged pumps.
Insulation class: F

NBB MATERIALS

N° PARTS MATERIALS

1 TANK TECHNOPOLYMER

2 FLOAT TECHNOPOLYMER

3 90° ELBOW TECHNOPOLYMER

4 AERATOR TECHNOPOLYMER

5 OVERFLOW TUBE TECHNOPOLYMER

1

3

2

4

N°
1
2
3

PARTICOLARI MATERIALI
VASCA TECNOPOLIMERO

GALLEGGIANTE TECNOPOLIMERO

GOMITO A 90° TECNOPOLIMERO

TECNOPOLIMERO

TECNOPOLIMERO

5
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S ACTIVE SWITCH
PLANTS FOR USE OF RAINWATER

APPLICATIONS
The ACTIVE SWITCH unit is used for rainwater management. The unit detects a lack of water in the collection system, whether from rainwater or the 
mains and makes corrections to ensure proper operation of the plant (that is, it does not ever leave the connected utilities dry). Generally, this system is 
reserved for irrigation, clothes washing, WC flushing and floor cleaning applications. The primary purpose of the ACTIVE SWITCH system is to give use 
of the rainwater priority over the use of the mains water. When there is not enough rainwater in the collection tank, the control unit switches over to the 
mains, ensuring that the connected use points are supplied (PLEASE, NOTE the water supplied by this system is not potable). The connection between 
the rainwater collection tank and the mains water collection tank in this system is selected by way of a three-way valve installed on the suction side of 
the pump. Pump operation is precisely that of a “start-stop” system with pressure and flow control. When the pressure drops below a certain threshold 
level, the pump starts up. Upon closing the tap, the pump stops. If the water runs out, the pump stops and signals a fault on the pump control panel. 
After a set time, the pump starts back up again automatically. If all the functions’ parameters have returned to normal, then the system runs normally. 
The system is also equipped with a special anti-odour anti-emptying siphon.

TECHNICAL SPECIFICATIONS
The system comprises a polyethilene (PE) console and an ACTIVE EI 30/50M electric centrifugal pump. The kit also includes a wall mount bracket and 
a water level sensor with 20 metres of cable.

TECHNICAL DATA
Max capacity (lt/min-m3/h): 80-4.8
Max head: 42.2 m
Max. Liquid temperature: FROM +5°C TO +35°C
Max. system pressure: Max 6 bar
Max. mains pressure: Max 4 bar
Minimum mains flow rate: Min 10 lt/min
Maximum height of the highest point of use: 15 m
Power supply: Volt 220-240 Hz50
Maximum power absorbed: 880 W
Protection rating: IP 20
Ambient temperature: Min +5 °C Max +40 °C
Tank materials PE
Mains inlet pipe dimensions: 3/4”
 Discharge pipe dimensions: 1”
Suction pipe dimensions: 1”
Overflow pipe dimensions: DN 50
 Max Altitude: 1000 metres
Water type: ph 4-9
ON/OFF float version: ON/OFF float with 20 metre cable
Dry weight in Kg: 15
Operational weight in Kg: 30

CONTROL PANELINSTALLATION DIAGRAM

2

9

3

4

5

6

1
7

8

MATERIALS
N° PARTS MATERIALS

1 PUMP CONTROL PANEL SEE ACTIVE SYSTEM

2 PRESSURISED WATER OUTLET PA 6.6 + 30% F.V.

3 RAINWATER SUCTION STEEL HOSE

4 3-WAY VALVE
VALVE BODY: BRASS
RERTURN SPRINGS: STEEL
MOTOR COVER SELF-EXTINGUISHING ABS

5 RAINWATER COLLECTION TANK PE

6 OVERFLOW DRAIN SIPHON PP HOMOPOLYMER 

7 PUMP SEE EUROINOX

8 MAINS WATER INLET STEEL HOSE

9 PUMP LOAD PLUG PPE / O-R IN NBR
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SAQUAPROF
PLANTS FOR USE OF RAINWATER

APPLICATIONS
The AQUAPROF unit is used for rainwater management and distribution. The unit detects any faults in the water collection system, whether from 
rainwater or the mains and makes corrections to ensure proper operation of the plant (that is, it does not ever leave the connected utilities dry). It 
signals any faults and displays the problem detected. Generally, this system is reserved for irrigation, clothes washing, WC flushing and floor cleaning 
applications. The primary purpose of the AQUAPROF system is to give use of the rainwater priority over the use of the mains water. When there is not 
enough rainwater in the collection tank, the control unit switches over to the mains, ensuring that the connected use points are supplied (PLEASE, 
NOTE the water supplied by this system is not potable). The connection between the rainwater collection tank and the mains water collection tank in 
this system is selected by way of a three-way valve installed on the suction side of the pump. Pump operation is precisely that of a “start-stop” system 
with pressure and flow control. When the pressure drops below a certain threshold level, the pump starts up. Upon closing the tap, the pump stops. If 
the water runs out, the pump stops and signals a fault on the pump control panel. After a set time, the pump starts back up again automatically. If all 
the functions’ parameters have returned to normal, then the system runs normally. The system is also equipped with a special anti-odour anti-emptying 
siphon. Every 24 hours, the system checks the operation of the 3-way valves. Every week, the system completely changes the water contained in the 
mains water collection tank (the change is restricted by the user’s water use requirements).

TECHNICAL SPECIFICATIONS
The system comprises a polypropylene (PPE) foam console and either a EUROINOX 30/50M or a EUROINOX 40/50M electric centrifugal pump. The 
kit also includes a wall mount bracket and a water level sensor with 20 metres of cable for the AQUAPROF BASIC model ON/OFF version. While for the 
AQUAPROF TOP version there is an electronic transducer (with a 5 m full scale 4-20 mA 8-28 VDC). With tanks that are less than 2 metres deep, it is 
suggested that a dedicated sensore with a 2 - 2.5 metre resolution be purchased separately.

TECHNICAL DATA
Max flow rate (lt/min-m3/h): 85-5.1
Max head: 48 m
Max. Liquid temperature: From +5°C to +35°C
Max. system pressure: Max 6 bar
Max. mains pressure: Max 4 bar
Minimum mains flow rate: Min 10 lt/min
Maximum height of the highest point of use: 12 m
Power supply: Volt 230 Hz50
Maximum power absorbed: W 1000
Protection rating: IP 42
Ambient temperature: Min +5°C Max +40°C
 Cabinet materials: PPE
Tank materials PE
Mains inlet pipe dimensions: 3/4”
 Discharge pipe dimensions: 1”
Suction pipe dimensions: 1”
Overflow pipe dimensions: DN 50
 Max Altitude: 1000 metres
Max power Pump No. 2 relay: 3’A_250Volt
Water type: ph 4-9
ON/OFF float version: ON/OFF float with 20 metre cable
version with electronic transducer water level indicator: electronic 
transducer (4-20 mA 8-28 V DC) w/20 metres of cable
Dry weight in Kg: 20
Operational weight in Kg: 35
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